20031031.ba v03_n561.bam.20031031 


>From ???7@??? Fri Oct 31 08:56:18 2003 -0600 

Message-Id: <200310311456.h9VEu73c002956@sco.theporch. com> 
Date: Fri, 31 Oct 2003 08:55:50 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3561 


BOATANCHORS Digest 3561 
Topics covered in this issue include: 


1) Hamfest Report from Ohio 
by K8MFO@aol.com 
2) R-1051 module info needed 
by "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 
3) HT-32A question 
by W4U0C@aol.com 
4) Re: HT-32A question 
by "Ken Hickman" <n5cm@rtconline. com> 
5) Re: HT-32A question 
by k4pf@juno.com 
6) Carnac puzzle 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
7) Thank You Note and Rickreal, OR Swapmeet Report 
by Liles and Naomi Garcia <landn@easystreet.com> 
8) AMECO TX-86 Trade for Heath AT-1 
by "Smith" <smithab11@comcast.net> 
9) For sale: Bendix MP-28 plate modulator/dynamotor supply for Bendix TA-12 WW 
II xmtr. 
by Meyer Gottesman <wrecktech@yahoo.com> 
10) 5763 tubes 
by Avery Comarow <acomarow@usnews.com> 
11) Anthrax-free (I think) 5763s 
by Avery Comarow <acomarow@usnews.com> 
12) Manuals $2 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
13) Manuals, last notice 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
14) For no particular reason... 
by "Herbert M. Rosenthal" <herbrose@comcast.net> 
15) Re: For no particular reason... 
by "Benjamin D. Hall" <kd5byb@earthlink.net> 
16) Re: For no particular reason... II 
by "Herbert M. Rosenthal" <herbrose@comcast.net> 
17) Halloween wierd science 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 


18) Re: Halloween wierd science 

by Al Klase <skywaves@bw.webex.net> 
19) Re: Halloween wierd science 

by "Tom Smith" <tsmith@hal-pc.org> 


From: K8MFO@aol.com 

Message-ID: <c5.39ea2493.2ccf£10a1@aol .com> 
Date: Mon, 27 Oct 2003 19:21:53 EST 

Subject: Hamfest Report from Ohio 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_c5.39ea2493.2ccf£10a1_boundary" 


--part1_c5.39ea2493.2ccf10a1_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


KOAL's post reminded me that I should report on the Massillon Ohio Hamfest, 
which was held yesterday at the Stark County Fairgrounds. 


There was a fairly decent showing of boatanchors there, of which I remember 
the following.... 


Conar transmitter, fairly rough - $25 

Hammarlund HQ-170AC, very nice - $175 

Hallicrafters SX-99, quite nice - $125 

Military transmitter, 2 to 16 MC, nice - price unknown 
Morrow CM-1 Conelrad receiver - $5 


Drake 2C receiver with Q multiplier, elegant condition - combo sold for $50 
to a dealer, who promptly put them on his table with a price tag of $250! 


Johnson Navigator, nice shape - price unknown 


I am going to Curacao for the CW DX Contest in November, and one of the local 


Curacao hams wanted a straight key to work on his Cw. Even though I have a 
lot of keys around here, all are either bugs or spark keys. I wound up paying 
$25 for a common J-38 to take with me from a dealer. Later I found a super 


nice Lionel J-38 for $18.... 


The Ohio Hamfest season was about average. Sadly, there are about 5 


hamfests that folded within the last couple of years. A few like Findlay, 


Cleveland, and Mansfield are still nice shows. They work hard at keeping them 
that 

way. Others are likely to fold in the next few years. 

73 

Don K8MFO 


--part1_c5.39ea2493.2ccf10a1_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KKK KKK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KK KK KK KK KK KK KK KK KK KKK KKK KK 


+t + + + + OF 
+t + + + + OF 


--part1_c5.39ea2493.2ccf10a1_boundary -- 


Message-Id: <5.1.0.14.2.20031027213532 .00a96310@localhost> 
Date: Mon, 27 Oct 2003 21:35:55 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 
Subject: R-1051 module info needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I need the schematic and parts layout for the Receiver Mode Selector, part 
no. IN5895-078-4723, used in the R-105 receiver. Can anyone help? 


73 
Terry 0' 
WB9GVB 


From: W4U0C@aol.com 

Message-ID: <172.21525333.2ccf4c36@aol.com> 
Date: Mon, 27 Oct 2003 23:36:06 EST 

Subject: HT-32A question 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 


Content-Type: multipart/alternative; 
boundary="part1_172. 21525333 .2cc£4c36_boundary" 


--part1_172.21525333.2ccf£4c36_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I picked up a nice clean HT-32A Hallicrafters transmitter/exciter from Bob 
Logan and have it on the air. It seems to work quite well. However, I have a 
question for those of you who have operated one of these rigs. 


I noticed that when it is first turned on and keyed on CW after a couple of 
mins warm up that the output is rather low in the range of 25-30 watts output. 
As the transmitter warms up for say 20-30 mins the CW output rises to nearly 
100 watts. 


Even when keying on cw the output power seems to increase rather slowly even 
when it does approach the 100 watt level. 


Do you have any idea what component might be changing that much with 
temperature to effect the output so drastically? 


All the tubes check good on my TV-7 tester and all the high and low voltage 
caps check good. I am reluctant to put a meter on the HV to see what it is 
doing....safety and respect for HV leaves that to the last resort. 


The bias setting is correct at -49 volts and remains quite constant keyed or 
in the stand-by mode. 


Any thoughts would be appreciated. 
Tom Koch - W4U0C 


--part1_172.21525333.2ccf£4c36_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KKK KK KKK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KKK KK KK KK KK KK KKK KKK KK 


+ + + + + + HF 
+ + + + + HF 


--part1_172.21525333.2ccf£4c36_boundary- - 


Message-ID: <001501c39d11$e646a460$414e9844@de114100> 
From: "Ken Hickman" <nScm@rtconline.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HT-32A question 
Date: Mon, 27 Oct 2003 23:11:09 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Tom, 


This might not help but many years ago my Central Electronics 100V had 

an effect similar but in reverse....As it reached operating temperature, the 
output on 40 meters would drop down drastically.... 

I finally isolated the problem to a button ceramic picofarad condenser, I 
think a 4 picofarad....I got a can of circuit cooler and when the output 
dropped down I spayed the little rascal and bam, the output jumped 

back up to normal....Replacing the little critter cured the problem.... 

Good luck with your troubleshooting! 


Ken....N5CM....NNNOFKQ.... 


seca Original Message ----- 

From: <W4U0C@aol.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Monday, October 27, 2003 10:36 PM 

Subject: HT-32A question 


> I picked up a nice clean HT-32A Hallicrafters transmitter/exciter from Bob 
> Logan and have it on the air. It seems to work quite well. However, I 
have a 

> question for those of you who have operated one of these rigs. 

> 

> I noticed that when it is first turned on and keyed on CW after a couple 
of 

> mins warm up that the output is rather low in the range of 25-30 watts 
output. 

> As the transmitter warms up for say 20-30 mins the CW output rises to 
nearly 

> 100 watts. 

> 

> Even when keying on cw the output power seems to increase rather slowly 
even 

> when it does approach the 100 watt level. 


> 

> Do you have any idea what component might be changing that much with 

> temperature to effect the output so drastically? 

> 

> All the tubes check good on my TV-7 tester and all the high and low 
voltage 

> caps check good. I am reluctant to put a meter on the HV to see what it 
is 

> doing....safety and respect for HV leaves that to the last resort. 

> 

> The bias setting is correct at -49 volts and remains quite constant keyed 
or 

> in the stand-by mode. 


> 

> Any thoughts would be appreciated. 
> 

> Tom Koch - W4U0C 

> 


Mime-Version: 1.0 

Date: Tue, 28 Oct 2003 14:45:17 GMT 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: HT-32A question 

Content-Type: text/plain 

From: k4pf@juno.com 

Message-Id: <20031028.064552.17394.478218@webmail13.lax.untd.com> 


Tom <wW4U0C@aol.com> wrote 

<snip> 

> I noticed that when it is first turned on and keyed on CW 

> after a couple of mins warm up that the output is rather low 
> in the range of 25-30 watts output. 

> As the transmitter warms up for say 20-30 mins the CW output 
> rises to nearly 100 watts. 


I would insert a plate current meter in the HV power supply 

as described in the tech manual, and see if the resting current 
of the 6146's was changing during warmup. You may just need 

a different set of finals that was happy at -49V bias. 

You should plug one 6146 in at a time, set the bias for 

2Q0mA plate current, and note the required bias for that tube. 
Choose tubes that match closely. 


I tested about 30 6146's in an HT-32B some years back, and found 
that the required resting current varied all over the place, 
even among tubes with the same date codes. All the tubes 


tested OK on a TV-7 tube tester, but not all were OK 
for use in the HT-32B. 


When you test one tube at a time, remove the second tube completely. 
If you leave it in its socket with only the plate cap removed, 
it will draw excessive screen current. 


73, 
Ed k4pf£@juno.com 


Date: Tue, 28 Oct 2003 12:07:08 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200310281707 .MAA24979@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Carnac puzzle 


Swami Carnac the futurist provides the following answer 
Georgia hamfest with following sightings: 

-32V3 

-32RA 

-SB200 

-BC-779 Super Pro 

-RS-6 set-up exhibited on a plywood backboard 


And the question was.... 


Message-ID: <3F9F78DD.2040605@easystreet.com> 

Date: Wed, 29 Oct 2003 00:22:53 -0800 

From: Liles and Naomi Garcia <landn@easystreet.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Thank You Note and Rickreal, OR Swapmeet Report 
Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Good evening Everybody, 
I would first like to thank very very much those List members that 


answered my questions about the National HRO-50. I learned a whole 
lot about HRO-50's from your all's responses to my question. I saw 


my friend's HRO-50T at a swap meet on Saturday. He has the HRO-50T 
with nine coils including an " AD " coil that tunes 50 to 54 MHz. 
The coil is made for the HRO-50, so it must have been introduced 

at some point during the production lifetime of the HRO-50. I used 
my ARRL Handbooks for researching the HRO-50, and I did not find any 
information about the " AD" coil for the HRO-50 in them. 


The 9th Annual Mid-Valley ARES Swap-toberfest this past Saturday was 

a good swap meet for Boatanchors this time. The weather was gorgeous 

and the attendance was good, or at least I thought that it was. Here 

are the Boatanchors that I saw: 

Hallicrafters SX-16 with matching R-12T Speaker, both in perfect 
condition and working, $400.00--sold ( I had never seen an SX-16 
before, and you won't ever see many like this one!! ) 


Hallicrafters SX-17 in awful condition but with most major parts, no 
case--sold for cheap. 


Hallicrafters SX-71, 2 Hallicrafters SX-100's, 2 Hallicrafters 
S-40(*)--all sold I think 


Hallicrafters SX-110 with correct matching speaker in very clean 
condition but with all incorrect ( but nice looking ) knobs. 


Working very well--sold 


Hallicrafters SX-42 with R-42 speaker, needed cleaning and recapping 
but worked partially--did not sell 


Hallicrafters SX-25 with a professionally added VR tube, in great 
condition and working very well--not sold 


My friend's National HRO-50T with nine coils, two National coil boxes, 
and matching speaker, working well, $600.00--did not sell 


National RCP, looked OK, but did not work, $100.00--sold I think 
Collins 75A4 ( I think ), beautiful condition, $650.00--did not sell 
Collins 75Ax*, needed a lot of cleaning, sold I think 


Collins 515-4, not an R-388, in beautiful condition with case, sold 
I think 


Collins R-388 


Hammarlund HQ-129-X, needed cleaning, unsold 


R-432A/URR-35, 220 MHz--420MHz military receiver, made 
by National, $45.00, sold 


R-48A/TRC-8, 230--250MHz military receiver, $45.00, not sold 
R-100 Military morale receiver, needs work, I took this one home. 
Measurements 59 Grid Dip Oscillator, working, $50.00, sold 
OS-51/USM-24 3 inch Navy Oscilloscope, $45.00, unsold 


AN/ART-13 Transmitter, needed some work, but almost complete--sold 
in 60 seconds 


BC-375 complete with 2 tuning units and dynamotor--unsold 


A BC-639-A with a power supply was in a pick up truck headed for 
either long term storage or else the landfill ( I don't know 
which ), and I rescued it for a small sum. 


All in all, a good time was had by all that attended. Again, many 
thanks to all that gave me information on HRO-50's. 


Regards from Aloha, Oregon, 
Liles Garcia 
landn@easystreet.com 


Message-ID: <0Q02201c39e41$2f1b7fa0$daf22144@dover01.de.comcast.net> 
From: "Smith" <smithab11@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: AMECO TX-86 Trade for Heath AT-1 
Date: Wed, 29 Oct 2003 12:22:09 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Any of you Novice rig collectors want to trade a Heath AT-1 for a AMECO 
TX-86 


and power supply? 
Pictures at: 
http: //solo11.abac.com/zorroab1/AMECO086/AMeco86. htm 


Breck K4CHE Dover, Delaware, 

annt nutten in Dover, except chickens, a NASCAR track and hams that can't 
solder. 

But the beach is close! 


Message-ID: <20031029200852 .41779.qmail@web10007.mail.yahoo.com> 

Date: Wed, 29 Oct 2003 12:08:52 -0800 (PST) 

From: Meyer Gottesman <wrecktech@yahoo. com> 

Subject: For sale: Bendix MP-28 plate modulator/dynamotor supply for Bendix TA-12 
WwW II xmtr. 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


For sale: 

This is WW II era mil. stuff: 

Bendix MP-28 (One g-damn rare bird!!)plate 
modulator/dynamotor supply for the Bendix TA-12 HF 
xmtr. 

Complete and unmodified with all tubes and +28 volt 
(nominal) dynamotor with an output of 540 volts at 450 
ma. (Nameplate says +25 volts, obviously nominal 28 
vde system). 

Missing bottom plate and one dynamotor end bell. 
Sacrifice: $100.00 plus shipping/packing FOB Warner 
Robins, Georgia, USA. Personal checks welcome and will 
not cause a delay. 

Tel: (478)741-1710 anytime. 

73, 


Meyer Gottesman, W6GIV 
aka "The Radio Crazy" aka Moron Gottesman. HI! 


Do you Yahoo!? 
Exclusive Video Premiere - Britney Spears 
http: //launch. yahoo.com/promos/britneyspears/ 


Message-Id: <4.2.2.20031029151314 . 00ab8290@ntpop.usnews.com> 
Date: Wed, 29 Oct 2003 15:14:06 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: 5763 tubes 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Glowbugophiles: 


Yesterday the mailroom buzzed me to ask if I wanted a package brought to my 
office--a package that had been sequestered along with other mail ever 
since the anthrax scare because we get deliveries through the D.C. post 
office where spores were released. All of the mail held had been cleared. 
My package was a shipment of 50 NOS JAN 5763 tubes I'd ordered back then. 


I reordered when the shipment was held up, so now I have a LOT of 5763s. If 
anybody needs one or two to perk up a weak driver stage or whatever, you 
can have 'em for the cost of shipping, which shouldn't be more than a 
couple of bucks. 


Avery W3AVE 
Potomac, Md. 


Message-Id: <4.2.2.20031029170211.00aeadd0@ntpop.usnews.com> 
Date: Wed, 29 Oct 2003 17:03:46 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Anthrax-free (I think) 5763s 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Guys, I'll respond to the many requests when I have a little time. 


Avery 


Message-Id: <5.1.0.14.0.20031030094651.047e7500@vuse. vanderbilt .edu> 
Date: Thu, 30 Oct 2003 09:57:57 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 


Subject: Manuals $2 
Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii"; format=flowed 


We are finishing the cleanout of our EE lab files here at Vanderbilt, and I 
have scraped some potentially useful manuals out of the dumpster fodder 
pile. These are intact and mostly in very good shape, some have writing on 
them. A crisp $2 bill will get you any single manual (cost of 
envelope/mailing), with any additional requests only $1 more each. First 
come, first served, and in a week what's left will join their brethren in 
the recycle bin. If you are thinking, "Gosh, that's a shame, they oughta 
be kept for posterity" then send me postage and they are yours. 


BC-906-C Freq meter (Philco) 

TT-2/TG Tape Puller (TM 11-2514) 

TS-117/GP Wavemeter Test Set (TM 11-2538) 
SCR-221-T Freq Meter Set (TM 11-300T) (2 ea) 


Clough-Brengle Catalog, 1956, w/ letter from Company Pres. 
Dumont 274-A Cathode Ray Oscillograph 
Heath AA-1219 Stereo Amplifier (SS) 
Heath AG-9A Audio Generator (4 ea) 
Heath AG-10 Sine/Square Wave Gen 
Heath AV-3 Audio VTVM (2 ea) 

Heath CB-1 Condenser Substitution Box 
Heath DC-1 Decade Condenser 

Heath IB-101 Freq Counter 

Heath IN-11 Decade Resistance Kit 
Heath IR-18M Servo Chart Recorder 
Heath QM-1 Q-meter 

Heath S-3 Electronic Switch (2 ea) 
Heath S-2 Electronic Switch (OLD) 
Heath VC-3 Voltage Calibrator (2 ea) 
HP 120B Oscilloscope 

HP 130C Oscilloscope 

HP 415B Standing Wave Indicator 

HP 616A UHF Sig Gen 

HP 711A Reg PS 

HP 712B Reg PS 

HP 721A Reg PS 

RCA LG-21 Signal Gen 

RCA WR-53A FM Sweep Gen 

RCA WV-77C Junior Voltohmyst 

RCA WV-97A Senior Voltohmyst (4 ea) 
Sprague LF-1 Transimulator 

Supreme 543-S Multimeter 

Supreme 592 Speed Tester 

Supreme 592 Push Button Tester (different book) 


Sylvania 500 TV-FM Sweep Generator 
Sylvania 501 Television Marker Generator 


A. B. Bonds 
493 Saddle Drive 
Nashville TN 37221 


Message-Id: <5.1.0.14.0.20031030142144 .00a69888@vuSse. vanderbilt .edu> 
Date: Thu, 30 Oct 2003 14:26:22 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Manuals, last notice 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I have gotten stout responses on my offer for manuals. I basically have 
found a home for everything. That being said, if you have SPECIFIC need 
for any information that is on the list, I can copy it for you before I 
mail out the original. $3 postpaid for copy of anything on the list. 


A. B. Bonds 


BC-906-C Freq meter (Philco) 

TT-2/TG Tape Puller (TM 11-2514) 

TS-117/GP Wavemeter Test Set (TM 11-2538) 
SCR-221-T Freq Meter Set (TM 11-300T) (2 ea) 


Clough-Brengle Catalog, 1956, w/ letter from Company Pres. 
Dumont 274-A Cathode Ray Oscillograph 
Heath AA-1219 Stereo Amplifier (SS) 
Heath AG-9A Audio Generator (4 ea) 
Heath AG-10 Sine/Square Wave Gen 
Heath AV-3 Audio VTVM (2 ea) 

Heath CB-1 Condenser Substitution Box 
Heath DC-1 Decade Condenser 

Heath IB-101 Freq Counter 

Heath IN-11 Decade Resistance Kit 
Heath IR-18M Servo Chart Recorder 
Heath QM-1 Q-meter 

Heath S-3 Electronic Switch (2 ea) 
Heath S-2 Electronic Switch (OLD) 
Heath VC-3 Voltage Calibrator (2 ea) 
HP 120B Oscilloscope 

HP 130C Oscilloscope 

HP 415B Standing Wave Indicator 

HP 616A UHF Sig Gen 

HP 712B Reg PS 


HP 721A Reg PS 

HP 711A Reg PS 

RCA LG-21 Signal Gen 

RCA WR-53A FM Sweep Gen 

RCA WV-77C Junior Voltohmyst 

RCA WV-97A Senior Voltohmyst (4 ea) 
Sprague LF-1 Transimulator 

Supreme 543-S Multimeter 

Supreme 592 Speed Tester 

Supreme 592 Push Button Tester (different book) 
Sylvania 500 TV-FM Sweep Generator 
Sylvania 501 Television Marker Generator 


Message-ID: <3FA18444.165A031E@comcast.net> 

Date: Thu, 30 Oct 2003 14:36:06 -0700 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: For no particular reason... 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


For no particular reason... I'll pass this along for the .002% who have never 
heard this-or others who did, but forgot: 


When you are tightening a screw, lockwasher or not, hold the torque for 10 
seconds when the screw will no longer turn ... don't horse on it, just hold the 
torque. 


The screw in question will stay tightened, possibly forever. 
I think it is because the metal creeps a bit. 

Works for me.. for 50 or so years. 

Herb Rosenthal W5AN 


PS What tidbits do you care to share? 


Message-Id: <5.1.0.14.0.20031030154858 . 00b9c8f8@pop.earthlink.net> 
Date: Thu, 30 Oct 2003 15:53:14 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@earthlink.net> 

Subject: Re: For no particular reason... 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Unfortunately, this is a mechanical engineering "old wives tale." 


It may work for screws on a boatanchor, but it won't work anyplace there is 
vibration, high shear loads, or a need for pre-load. 


If it is anything anywhere near mission-critical, get a torque-wrench and 
some secondary form of retention. 


thanks and 73, 
ben 


At 02:36 PM 10/30/2003 -0700, Herbert M. Rosenthal wrote: 


>When you are tightening a screw, lockwasher or not, hold the torque for 10 


>seconds when the screw will no longer turn ... don't horse on it, just 
>hold the torque. 
> 


>The screw in question will stay tightened, possibly forever. 
> 
>I think it is because the metal creeps a bit. 


From the computer of Benjamin D. Hall, kd5byb@earthlink.net. 
Northern Alabama, USA. 


Message-ID: <3FA18FD5.CE18682C@comcast.net> 

Date: Thu, 30 Oct 2003 15:25:37 -0700 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: For no particular reason... II 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ben, 

Well, they say ignorance is bliss. 

Closest I've been to 'near mission-critical’ was in Saigon in 1966-7. 

Most all of my ‘screwing around' has been with 4-40, 6-32, 8-32, and 
occasionally a 1/4-20 bolt, on one of the many pieces of albeit stationary, non 
vibrating ham gear I have constructed over the years. If you doubt this works, 


try it on a scrap of metal... come back in a week or a month and see if the 
screw is still really tight. 


73 
Herb Rosenthal W5AN 
Albuquerque 


PS Since we're nit picking, it should be, . wives' tale." 


. from a reader: 
Unfortunately, this is a mechanical engineering "old wives tale." 


It may work for screws on a boatanchor, but it won't work anyplace there is 
vibration, high shear loads, or a need for pre-load. 


If it is anything anywhere near misSion-critical, get a torque-wrench and 
some secondary form of retention. 


VV VVVV VV MV 


Date: Fri, 31 Oct 2003 09:16:40 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200310311416.JAA27092@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Halloween wierd science 


Have a bomb-look spot-lit RDF nacelle & a flikering Plessy / Solartron 
LM1420 nixie DVM below. 


GI LS104 trumpet in weeds attached to Ampex 620 playing Monster Mash 
over and over 


Does this BA debris capture the true meaning of Halloween? Maybe, 
I only see it as a retail celebration of spending on candy & phenalia. 


I think this get-up may keep the parents away & save candy $$. 
Or I may have homeland security over to "check the bomb." 


BTW the DVM will be @ Lawrenceville tomorrow. Working 


Message-ID: <3FA277E1.9070203@bw.webex.net> 
Date: Fri, 31 Oct 2003 09:55:29 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: Halloween wierd science 
Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Marty's Refl. Drop wrote: 


> Have a bomb-look spot-lit RDF nacelle & a flikering Plessy / Solartron 
> LM1420 nixie DVM below...... 


I think you need to add an 8-foot Jacob's ladder powered by 
a pole pig! 


Al 

Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


From: "Tom Smith" <tsmith@hal-pc.org> 

Subject: Re: Halloween wierd science 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 31 Oct 2003 08:55:46 -0600 

Message-ID: <web-69487358@mail.hal-pc.org> 

MIME-Version: 1.0 

Content-Type: text/plain; charset="ISO-8859-1"; format="flowed" 
Content-Transfer-Encoding: 8bit 


>I think you need to add an 8-foot Jacob's ladder powered by a pole 
>pig! 


And put the candy bowl at the base of the jacobs ladder. Not only save 
candy but you don't even have to be there to hand it out. 


Tom 
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